





1350 - 2500

e

Double Leaf, Integrated Door Selector
Back check, delayed closure, latch action,
speed closure

Back check, delayed closure, latch action,
speed closure 1 magnet hold open

Back check, delayed closure, latch action,
speed closure 2 magnet hold open

EN Size

. 341 o
Pull Side Push Side

14.5393.02.030

14.5393.02.035

14.5393.02.040
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Door Size
Max. Width

1350-2500

1350-2500

1350-2500

Door Size
Max. Weight

120
120

120

Door Closers, Slide Arm Channel §g



Panic Exit Devices

The design homogeneity of the
d line Total Solution also
includes panic exit devices.
Although an item of
standardised appearance, Knud
Holscher has managed to place
his distinctive d line 'mark' upon
it. One reason being that the
covers on the panic exit devices
are drawn from the same model
as the door closers; i.e. both
have tight bends. In this way, a
visually appealing sense of
coherence and continuity is
maintained. d line’s design
idiom emerges intact.

x = available to special order
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Standard Specification:
Conform to EN1125
Fixed Measure
Cuttable cross bar to match: 900mm
Single panic latch Wood/metal 14.5120.02.900
glass X
Single panic bolt Wood/metal 14.5122.02.925
glass X
External access attachment Wood/metal 14.5103.02.002
glass X

Single panic latch for mortice lock Wood/metal 14.5125.02.900
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Variable Measure
Cuttable cross bar to match: max. 900mm

Panic Exit Devices -



Lock Cases

d line lock cases are
manufactured to operate
smoothly with d line levers. The
lock cases use exceptionally
strong return springs and
stainless steel forends and
strikes. In addition to their
anti-corrosive properties the
forends and strike plates
require little maintenance.

Thus it is the superior quality of
the materials, coupled with
innovative engineering and high
manufacturing standards that
make the d line range of
ironmongery durable and
reliable.

Standard Specification:

Conform to DIN 18251/EN12209
Complete with striking plate, screws and

template
Reversible
Sash Lock Bathroom Lock Bathroom Latch Lock Dead Lock
Dead Lock
'Heavy duty' Radiused forend Backset 55
Backset 60 14.9011.02.600 14.9013.02.600 14.9015.02.600 14.9017.02.600
Square forend Backset 55
Backset 60 14.9010.02.600 14.9012.02.600 14.9018.02.600 14.9014.02.600 14.9016.02.600
'Extra heavy duty' Radiused forend Backset 55
Backset 60
Square forend Backset 55

Backset 60
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Handed RH
Sash Lock WC Lock Bathroom Lock D_ead Lock
Right Left Right Left Right Left Right Left

14.9000.02.559

14.9001.02.559

14.9000.02.558

14.9001.02.558

14.9002.02.5659

14.9003.02.558

14.9002.02.558

14.9003.02.558

14.9004.02.5659

14.9005.02.5659

14.9004.02.558

14.9005.02.5658

14.9006.02.559

14.9007.02.559

14.9006.02.558

14.9007.02.558

14.9030.02.559
14.9030.02.609

14.9031.02.559
14.9031.02.609

14.9030.02.558
14.9030.02.608

14.9031.02.558
14.9031.02.608

14.9032.02.559
14.9032.02.609

14.9033.02.559
14.9033.02.609

14.9032.02.558
14.9032.02.608

14.9033.02.558
14.9033.02.608

14.9034.02.559
14.9034.02.609

14.9035.02.559
14.9035.02.609

14.9034.02.558
14.9034.02.608

14.9035.02.558
14.9035.02.608

14.9036.02.559
14.9036.02.609

14.9037.02.5659
14.9037.02.609

Lock Cases -

14.9036.02.558
14.9036.02.608

14.9037.02.558
14.9037.02.608



Locks and Cylinders

Supplementing the range of lock
cases for standard timber doors,
d line offers a complete range of
special locks

manufactured to meet special
demands. Especially developed
for narrow doors and fire doors,
these lock cases live up to the
high standards set by d line
where durability, strength, and
functional reliability are
concerned.

The d line range of cylinders,
supplementary to the standard
line of products are
manufactured by EVVA, the
international market leader.
Manufacture is to high technical
standards and European norms.

Standard Specification:
Patented
Conform to DIN 18251/18250/EN1303

Right
Panic Lock RH/LH
Rounded forend, backset 656mm
Square forend, backset 65mm

14.9050.02.659
14.9051.02.658

Right
Night Latch RH/LH
Rounded forend, backset 60mm
Square forend, backset 60mm

14.9038.02.609
14.9039.02.609

Entrance Lock
Narrow Style Sash Lock RH/LH
Square forend, backset 30mm
Strike plate

14.9061.02.300
14.9090.02.501

.24

235

Left

14.9050.02.658
14.9051.02.658

Left

14.9038.02.608
14.9039.02.608

Latch Lock

14.9065.02.300
14.9090.02.210

With Auxiliary Latch

Right

14.9042.02.609
14.9043.02.609

Dead Bolt Lock

14.9067.02.300
14.9090.02.111

Left

14.9042.02.608
14.9043.02.608

Roller Bolt Lock

14.9069.02.300
14.9090.02.401

24

Hook Lock

14.9063.02.300
14.9090.02.900



d line has a special department
for in-house production of lock
cylinders and keys.

The design and manufacture of
lock systems requires a detailed
knowledge of the elements
involved and the proper principles
for safeguarding valuables.

With its wide range of cylinders,
d line sets a new standard in the
field of lock systems.

With the advent of d line's
in-house lock production, it was
pertinent to concurrently
establish a special department
of experts in co-operation with
regional d line consultants that
now guarantee a consistently
competent advisory capacity for
contractors, architects and other
relevant parties.

d line offers MK (Master Key),
GMK (Grand Master Key) and

GGMK (Great Grand Master
Key) lock systems, as well as the
delivery of d line cylinders in KA
(Key Alike) and KD (Key Differ).

Dependent upon the required
level of security, d line offers a
variety of system types:

DPS - Double Profile System
DPS-V - Double Profile System
Vario

3KS-V - 3 Curve System
3KS-V - 3 Curve System Vario
MCS - Magnetic Code System

As well, all of the above-mentioned
systems are available with euro
motor cylinders.

d line guarantees that all
information pertaining to either
a planned or ongoing building
project will remain completely
inaccessible to unauthorized
persons. As we base our
integrity as independent

advisors and suppliers on the
trust of our partners, mutual
discretion is a prerequisite for
all of our services.

d line cylinders offer a variety of
advantages:

Patented and EN1303-certified
lock systems (DPS, 3KS and
MCS systems)

Quick delivery
Technologically adapted
solutions

User-friendliness
Well-planned delivery of system
components

Clear and concise mounting
instructions

— |-|| 9’

Double Twin Cylinder with Turn
Cylinders
Please specify lenght of cylinder 14.DPS0.00. 14.DPS0.20. 14.DPS0.40.

Regarding locking systems please ask
your local d line contact

Locks and Cylinders -



KNUD HOLSCHER DESIGN
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Documentation photos in
Hardware from following locations:

Rockwool Café Sommersko
Energie Esprit
French Connection GUBI

Mads Ngrgaard Peak Performance
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Subject to changes Satin and bead blasted stainless steel (AISI 316 WST 1.4435)






